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Column 2
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Column 5
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Elements to install

Dome base 1

Dome base 2

~

Dome1l

Ornament 1

Rug 1

Pannel base 1

Pannel base 2

Pannel base 3

Arch pannel 1

Arch pannel 2

Arch pannel 3

Cornice 1

Cornice 2

Cornice 2

Dome structure 1

Dome structure 2
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Suggested Equiments

Hand pallet jack Forklift with load capacity 1 ton Step ladder Scaffold

Required Tools

Scissors Hex key 1/4"-3/16" Cutter

Ratchet and socket 3/8" -1/4"-1 1/4" Cordless drill Drill with extender (7/16")
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Chapter 1
GAZEBO
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Composition of parts

Ornament\Jk
Dome\

Base Dome l\

Dome Structure 6\

Pannel base Column 5\.
- x Pannel base—\
u —\
Arch pannel\

/—Cornice

column 1—\

-

Arch pannel

\—Arch pannel

/—Column 2

[—-Base dome 2

/—Dome Structure 4

/—Cornice

\—Dome Structure 2

/Pannel base

Cornice

/—Column 4

\—Pannel base

/—Column 3

/—Rug
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Identify the partsof the Rug

/—l(a)

/—l(b)

/—l(C)

/—1(d)

cut the pieces according to the visual

/—1(a)

Required tool
Scissors

paste the parts according to the visual

Required tool
Scissors

/—1(a)

/—l(b)

place the Rug in a smooth and clean place

/—Rug
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Start to assemble the Gazebo Structure
Identify the Column

Every wooden box has several marks
which refer the name of the parts

03

Unlock and lift the doors of the wooden box

Required tool
Cordless dril

Push and pull column parts
out as shown, then carefully remove
all plastic with scissors or a utility knife.

)

Lift

-———

Lift

Required tool
Scissors

Identify the columns by the number
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/—Column 5

Composition of column and rug

/—Column 6

/—Column 1

Top view

/—Column 2

/—Column 4

Column 3

/—Rug
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Start to assemble the Gazebo Structure
Identify the Cornice

Every wooden box has several marks
which refer the name of the parts

Pannel base 3
Arch pannel 3

Unlock and lift the doors of the wooden box

Required tool
Cordless drill

lift cornice pieces as shown, then carefully
remove all the plastic with scissors or a utility knife.

Required tool
Scissors

Identify the columns by the number

12)
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Remove panel

AT /—Panel
|
|
|
|

Place cornice parts on columns

Panel

_ETIRY
\
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Required team Scaffold
Hex key 1/4"-3/16" 3 members
Secure cornice with columns witch screws Secure cornice parts at joints
Place panels after securing parts
Loy
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Screw 3/8'x1 1/2"

Cordless drill (7/16")

Screw 3/8"x11/2"

Cordless drill (7/16")
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Composition of columns and cornice

Column 6
#6
#6\11_ —

~
~

Cornice2-6-\

Column l—l

Columna 2

#2\ /-#2

/
/

f
I

Column 5

/-#4

/—Cornice 4-6

Column 4

[#4

#4

-~ I

Cornice 4-2\

Column S—l

/—Rug

12



Start to assemble the Gazebo Structure
Identify the Pannels

Every wooden box has several marks
which refer the name of the parts

Pannel base 3
Arch pannel 3

Unlock and lift the doors of the wooden box

~
Lift

Required tool
Cordless drill

Pull panels parts out as shown,
then carefully remove

all plastic with scissors or a utility knife.

Pull .
r'd

’

Required tool
Scissors

Identify the Pannels by the number

Arch panneIS\

Insert!

¢ =

Base panneIS\
|
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Place the Arch panel between columns

-
-
.
-
- 7 N
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Move _ »
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Join arch panel with column and the hole of cornize

Secure on both sides

Insert

Insert the screws

Column/

A

Hex bolt 1 1/4 " x 4/

Profile Steel square 1"

Required tool
Cordless drill
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Join arch panel with column and the hole of cornize

Place Pannel base between columns

Move ~A
Pl _ N

f\ Move
\

\
\

Insert the screws

Secure on both sides

Required tool
Hex key 1/4"

Column\

Hex bolt 1 1/4 " x 4\

Profile Steel square 1"

Required tool
Hex key 1/4"
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Composition of panels and columns, cornice

/—Column 5
Column 6—\ ’/

Pannel base 4—5—/

/—Arch pannel 6-1 \—Pannel base 4-5

Column 1—\

J/

» Arch pannel 2-3
Arch Pannel 1-2

Column 3—\
/—Column 2

/—Rug

/—Column 4

/—Pannel base 3-4
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Start to assemble the Gazebo Structure Unlock and lift the doors of the wooden box
Identify the Dome structure
Every wooden box has several marks 02 >~_
which refer the name of the parts Move -7
|
|
01
02 Lift
~ Move
\\ \
~
PRUES S
I01 ’\l
ILift
|
STt - ~
NN T ———_ S
~N N B /N
RN Dome
“~\_ structure 3
Required team Required tool
Cordless drill

2 members

Identify the dome structure part by the number

Lift the dome structure parts
out as shown, then carefully remove

all plastic with scissors or a utility knife.

01
Lift
rd * ~
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01 7/ ]
Lift / |
/
, I
7/ I
I
I
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Required team Required tool
2 members Scissors




Place all the pieces on the cornice hole

Place the dome structure over the cornice hole

INSERT

' I
I
I

|

|

|
S

1]
I

Scaffold

Scaffold

Secure the structural dome parts together

Secure the structural dome parts with the cornice

Insert
| |
| N <4
<
! |
+ 3l
I |
4 N2
[ oL
Lift |
L <
| |
oL ¢
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Screw 3/8"x1"

Required tool
Cordless drill

screw 3/8"x1"

Ratchet and socket 3/8" -1/4"-1 1/4"
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Composition of Dome structure and cornice

/—columna 5

#6

N
columna 6

\ - /—Cornice 4-6
Cornice2—6—\ /#4

Cornice 4-2
/‘
/—columna 4

Column 1—\
#2\ /#2

Column 2—\ Column 3—\

/—Rug
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Start to assemble the Gazebo Structure
Identify the Dome Base

Every wooden box has several marks
which refer the name of the parts

37

~ - —— _ _

AN

~_\ Dome base 2

Unlock and lift the doors of the wooden box

-———

01
Lift

Required tool
Cordless dril

Lift the Dome base parts out as shown,
then carefully remove
all plastic with scissors or a utility knife.

-———

Lift

Required tool
Scissors

Identify the dome base part by the number
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Hex key
1/4"-3/16"

Required tool
Cordless drill

place the dome base over the dome structure

place the second part of the dome base

Scaffold

Scaffold

secure dome base with dome structure

crew 1/4"x2"

Insert |
N

T~

T
|
Insert
~ \
N

Insert
N

insert |

Insert

T
|

Insert

secure the 2 parts of the base dome
screw allen 1/4x1"
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Composition of dome base and dome structure

Cornice2—6—\

Column 1—\

#6 E  —~

N T

Ve

Column 2—\

/—Cornice 4-6

#2\
#2\ #H4

/—Cornice 4-2

Column 3—\

/—Rug
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Start to assemble the Gazebo Structure
Identify the Dome

Every wooden box has several marks
which refer the name of the parts

Unlock and lift the doors of the wooden box

Lift

Required tool
Cordless dril

pull the dome as shown, then carefully remove
all the plastic with scissors or a utility knife.

Required tool
Scissors

Identify the position of the dome by the number

INSERT
'

|

|

|
~e”
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Start to assemble the Gazebo Structure
Identify the Dome

Every wooden box has several marks
which refer the name of the parts

INSERT INSERT

1 1
| |
| |
U .
*I ~
|
| |
[ |

Scaffold

&

Unlock and lift the doors of the wooden box

49

Scaffold

secure the dome with the base dome

INSERT

Ratchet and socket 3/8" -1/4"-1 1/4"
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Composition of dome base

Cornice2—6—\

Column 1—\

/—Omament

#1I
;\\

N

Ve

Column 2—\

#H2
#2 / Cornice 4-6
2\, /

#4

/—Cornice 4-2

Column 3—\

/—Rug
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A Safety Measures A

Keep away from water Do not sit/hang on the walls Do not eatt inside of the gazebo

Do not add ornaments Do not punch or push

Do not leave outdoors or accesories aggressively the gazebo

Clean the stars/snowflakes Do not use Do not push or pull
only with a wet rag cleaning/polishing products the gazebo
Move the parts Store in their respective
with at least 3 people wooden box
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